Contract Interior Plus I &
Heterogeneous Sheet & & 45 1445 44
Specification according to EN 649 / EN 13553 # EN 649/ EN 13553 2%

Characteristics ¢ & Standard #x#E Unit B84 Result i

Type of flooring #5842 EN649 Heterogeneous Sheet & [T & 41
Material 1 )i Polyvinyl chloride % 5 0% # A
Safety criteria &£ ER

Flammability FH#A EN 13501-1 class 252K By - ST
Flammability BE#ATE GB 8624 - 2006 class %52k By - St

Slip resistance 7% BGR 181 group 44 RO

Dynamic coefficient of friction z/j 4 BE £ 22 %4 EN 13893 class %52k DS

Impact sound reduction M & GB/T|1S109;;2-? 1089 dB4y U1 12
Performance behaviour #:§83#%

Roll width 4 EN 426 m K 1.83

Roll length &1 EN 426 m K up to 25m long fix 25K
Overall thickness &L )5 )&% EN 428 mm 2K 2.0

Thickness of wear layer Tif i 22 J5 )& EN 429 mm &K 0.40

Total weight &1 5 & EN 430 kg/m? T30/ 7K 2.3

Residual indentation %% &1 1 J& EN 433 mm 2K 0.08
Dimensional stability JX~J 2 € Pk EN 434 - 0.05%

Color fastness #li )i ISO 105-B02 rating /i % =6

Wear resistance [iyf &% EN 649 group 28 T

Electrial insulation ground %5 52 %4 VDE 0100 Kohm F-[X > 200

Static electrical charge it H. 71 4af EN 1815 KV 1k app. 1 2.0
Thermal resistance #a# £ %y EN 12667 m? K/W <0.17

Thermal conductivity 5 # Z %% EN 12524 W/MkK 0.25
Classification 43§

Domestic % EN685 class %52k 23 heavy duty 7K %
Commercial 7 i EN6G85 class %2k 32 medium duty FEEIR %,
Industrial 1MV EN685 class 452K 41 light duty 47K #%

Additional property B4

Castor chair #5214 3)) Underfloor heating & /7 it #4 v
Antistatic behavious i H, 171 4q] Chemical resistance Fi & Hi fig J




