Inspiring Great Spaces™

(Armstrong

COMMERCIAL FLOORING

Characteristics s Standard tRif Unit 8241 Result #1&

Type of flooring #4¥} 284 EN548 Linoleum TZFR&H4
Pattern [EZ Marbled X¥EH
Backing 5 Jute fabric E Rk
Performance behaviour

Roll width £ ISO 24341-EN 426 m3K 2.0

Roll length 1< ISO 24341-EN 426 m3K 20— 31

Overall thickness 2/EE ISO 24346-EN 428 mm 2K 2.0/2.5/3.2

Total weight & & ISO 23997-EN430 kg/mPTF 3/ 2.4/2.9/3.8

Color fastness BZFEE ISO 105-B02 rating E&{ 6

Static electrical charge ##FEfafer EN 1815 kv F1K <2

Resistance to staining iS5 MAE EN423 FisH

Safety criteria GB 8624-2006

Flammability Ff5X GB 8624 - 2012 class & B1

Slip resistance Bfi8 DIN 51130 group A R9

VOCEEMR GB18586-2001 Pass

Heavy metal E&BEE EN71-3 EN=x=]

Non toxic (After burn) &M (ALY ) DIN 53436 a8

Dynamic coefficient of friction FIZSEERZ L EN13893 calss &4 DS

Classification

Domestic 28 ISO 10874- EN 685 class &4 23 heavy duty &%
Commercial &8 ISO 10874- EN 685 class &4 34 very heavy duty tRREE&E
Industrial Tk ISO 10874- EN 685 class &4 42 normal duty E R,

Additional property

Castor chair H5R5) v

Antistatic behavious ##EE £ 7a v

Underfloor heating EZ2i&# v

Chemical resistance FiF&TFAE s

Anti-bacteria & & e




